The Mirage Series provides a
minimum of 90 minutes of
emergency illumination upon AC
input failure utilizing fully
recessed, or surface mounted,
concealed 12V MR16 lamps.
Ideal for aesthetic applications
that require “invisible” emergency
lighting. Door/Lamp Assembly
turns 180 degrees upon failure of
AC power.
Construction:
Housing is constructed of 20 ga.
galvanized steel, including .75"
knockouts. Housing includes
vertically adjustable mounting
plates to allow for flush
mounting. Bar hangers are not
included. Door/Lamp Assembly
has powder coated white finish
standard.

Lamps:
Standard unit utilizes (2) 12 volt
MR16 lamps. Each lamp is
mounted on a double gimbal
ring to allow lamp aiming in all
directions.

ORDERING INFORMATION
SAMPLE CAT#: EMR-12-100-250

Motor:

The Mirage Series utilizes a
sealed, 12 VDC D shaft motor.
The motor’s D shaft is locked in
place allowing the motor to furn
180 degrees upon failure of AC
power. The motor is clamped to
the inside of the Door/Lamp
Assembly. The motor includes an
integrated gear head to
accomplish 180 degree rotation in
.70 seconds. DC sensor circuit
shuts off motor after the door
assembly opens to ensure flush

alignment.

Battery:

Sealed maintenance-free lead
calcium. Various selected
capacities provide 27W to 150W
for a minimum of 90 minute run
time. Low voltage disconnect
prevents deep discharge. Battery
will automatically recharge after
AC power is reconnected.
Optional Nickel Cadmium battery.
Extended run times are available,
consult factory for options.

Installation:

Recessed or Surface mount, wall
or ceiling mount. Rough in section
includes vertically adjustable
mounting plates to ensure flush
installation. T-bar clips secure unit
in grid ceiling mount applications.
Lamps can easily be aimed after
Door/Lamp Assembly is installed.
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Electronics:
Dual voitage input, 120 VAC or
277 VAC. Charger circuit board
includes reverse battery
protection, low voltage
disconnect, and brownout
sensing logic. The DC sensor
board includes an integrated
chip that controls motor
operation upon loss of AC input
power.

Door/Lamp Assembly:
The Door/Lamp Assembly is
powder coated white standard.
The assembly utilizes a fully
recessed AC indicator and push
button test switch. Door/Lamp
Assembly opens within .70
seconds upon AC input failure.

* ETL listed to UL 924.
« Life Safety NFPA101,
NEC/OS
Warranty:
- Battery, 5 years pro-rata.
* Charger board, 5 years.
* Motor Assembly, 5 years.
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SPECIFICATIONS
ELECTRICAL
Primary Circuit
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PHOTOMETRICS
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R S S
o i T
W | W L] T L

= irage - 150 MRIG at n 17 ceifeg heighe

:ﬂ!‘:ﬂ&h&-ﬂu ; !uuiw-l':el‘::‘hw
en sres and reflectances of

Kote: AN spacings e istended to be gudelines Reaults will vary #
- . - rprn




