The aesthetically appealing PINNACLE (PINN) edge lit exit sign is available in AC only or self powered units. En-
ergy saving LED’s consume less than 3 watts for AC only / less than 8 watts for self powered operation. 20 gauge
epoxy coated steel back box. Mounting options include ceiling recessed, wall recessed, wall surface, or ceiling sur-
face mount.

FEATURES

* Clear acrylic panel with polished edges, aluminum or white
separate
plates supplied with double faced exits.

* Self powered version features sealed maintenance free nickel
cadmium
battery with 7 year life expectancy.

* AC lockout installation feature and low voltage disconnect.
* AC indicator light and test switch, solid state charging cir-

cuitry, for
self powered units.

WARRANTY

All PINNACLE fixtures are warranted to be free from manufacturing defects and workmanship for a period of one
year. The batteries are pro-rated for a 5 year period when operated at normal ambient temperatures.

SIGN SERIES | LETTER COLOR OPERATION MOUNTING FACES BACKGROUND OPTIONS
AC CR CEILING RECESSED C CLEAR

PINN R RED Sp WR WALL RECESSED 1 SEE

PINNACLE W WHITE

SERIES G GREEN 90 MINUTE SC SURFACE CEILING 2 M MIRROR BELOW
BACKUP SW SURFACE WALL

OPTIONS AND ACCESSORIES

M Mirror Background
w White Finish
B Black Finish

BRZ Bronze Finish

BR Polished Brass Finish
BAL Brushed Aluminum Finish ’_| |
PAL Polished Aluminum Finish = =

BZ Buzzer
FL Flasher EX"‘
RT Remote Test

12"

SD Self Diagnostics
FM Flag Mount 4. o
-+ 1475
AGENCY APPROVAL
Meets the illumination requirement of (Ib
NFPA Life Safety Code 101, 5-10.2.2. e us
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Certified and tested to UL924. ETL listed.
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